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DESCRIPTION  
Water Mist Lance & Penetration Hammer are designed to meet the requirements in SO-
LAS regulations II-2/10.7.3 for extinguishing fires inside confined spaces, such as fires in 
containers. FI Cross Handle Isolated model, hardened steel for direct insertion into the 
battery of the car.   
 
KEY FEATURES 
• Fire Suppressant Water Mist Lance: Designed specifically for extinguishing fires in lith-

ium-ion batteries found in EVs and smartphones. 
• Effective for EV Batteries: Increases chances of safely isolating the fire by 500%. 

• Special Extinguishing Equipment: Required to completely and safely extinguish or iso-
late fires in lithium-ion batteries. 

• SOLAS Regulation Compliance: Meets the requirements in SOLAS regulations II-
2/10.7.3 for extinguishing fires inside confined spaces, such as containers. 

• Mandatory for New Vessels: Required for vessels built on or after January 1, 2016, 
designed to carry containers on or above the weather deck. 

• Suitable for Confined Spaces: Effective for controlling fires within containers and 
flooding EV car lithium batteries. 

• Stainless Steel Construction: Durable and resistant to corrosion. 

• PE-Coated Top Shaft: Prevents electric shock. 
• Variable Shaft Length: Adjustable from 500mm to 1350mm for versatile use. 

• Water Mist Production: Generates a fine mist inside the container when connected to 
a water supply, enhancing fire suppression capabilities. 

• Hardened Steel FI Cross-Handle: Suitable for direct insertion into the battery of the 
car. 

• Discounts on Bulk Purchases: Available on quantities of 5+ units; contact us for more 
information.  
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SPECIFICATION 

TECHNICAL INFORMATION 

• Lance: Stainless steel 

• Top Shaft: PE-coated to prevent electric shock 

• Shaft Length: Adjustable from 500mm to 1350mm  

• Extension Tubes: Provided with various couplings 

• Meets SOLAS regulations II-2/10.7.3 

• Required for vessels built on or after January 1, 2016, de-
signed to carry containers on or above the weather deck 

• Dimensions - 30cm (W) - 135cm (H)  x 2.2 cm (D)  

• Lifespan - 10 Years 
• Weight - 5.5Kg 

• Lance Material - Shaft SS 304, Top PE Coated 
• Nozzle : SS 316 

• Ball Valve :Stainless Steel 
• Drill Size : 19mm, 77mm depth 

• Length of impact Hammar - 478mm - 2.5Kg  
• Nominal Pressure & Flow : 90L/min @ 8Bar  

• Temperature - Tested tp + 1600 °C 
• ABS approval pending 


