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DESCRIPTION 

Adjustable aluminium tripod for confined space access, with 
height range from 1.15 m to 2.15 m and wheelbase from 1.08 m 
to 1.62 m. Features integrated pulleys, auxiliary anchor points, 
and rubber-soled steel feet for stability. Supports up to 500 kg    
under head, compatible with FA winches, and supplied with a       
storage bag. Certified to EN 795:2012 Type B, EN 1808, and       
Machinery Directive; suitable for ATEX zone 1.  

KEY FEATURES 

• Adjustable Height: 1.15–2.15 m for varied confined spaces 

• Adjustable Wheelbase: 1.08–1.62 m for different entry points 

• Load Capacity: 500 kg (head), 250 kg (leg) for safe lifting 

• Lightweight: 14.3 kg for easy transport/setup 

• Material: Aluminium alloy head and legs, corrosion-resistant 

• Integrated Pulleys: for easy cable guidance 

• Two Anchor Points: secure connections for equipment/
backups 

• Rubber-Soled Steel Feet: enhanced grip and stability 

• Winch Fixture: fits Kratos winches FA 60 003 20/20S & 30/30S 

• Included Bag: convenient transport and storage 

• Anchorage Strength: >12 kN for reliable load support 

• ATEX Zone 1: safe in explosive atmospheres 

• Certified: EN795:2012 Type B, EN 1808, Machinery Directive 

• PPE Classified: classified as Personal Protective Equipment 
(PPE)  

• HS Code—76169990: useful for customs and export              
documentation 
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SPECIFICATION  

7 ft. Tripod Maxi – Confined Space Access Tripod - FA6000100  

• Height Adjustment: 1.15 m to 2.15 m 

• Wheelbase Adjustment: 1.08 m to 1.62 m 

• Weight: 14.3 kg 
• Load Capacity: 500 kg under head / 250 kg on leg 

• Anchorage Strength: >12 kN 
• Head Construction: Cast aluminium alloy 

• Leg Construction: Aluminium 
• Footing: Steel support-shoes with rubber soles for increased grip 

• Cable Passage: 2 × mounted pulleys at head (main leg axis) 
• Anchorage Points: 2 × auxiliary eye bolts 

• Winch Compatibility: Inbuilt fixture for FA 60 003 20/20S and FA 60 003 30/30S 

• Storage: Supplied with dedicated Tripod Bag 
• Application: Entry and rescue in confined spaces; suitable for ATEX zone 1 atmospheres 

• Compliance: Conforms to EN795:2012 Type B, Machinery Directive, EN1808 
 
 

 TECHNICAL INFORMATION 

 
 
• Product Code: FA6000100 

• Weight: 14.3 kg 
• Load Capacity: 500 kg under head / 250 kg on leg 

• Anchorage Strength: >12 kN 
• Winch Compatibility: FA 60 003 20/20S and FA 60 003 30/30S 

• Bag Included: Yes 
• PPE Classification: PPE 

• Standards: EN795:2012 Type B, EN 1808, Machinery Directive 

• ATEX Suitability: Zone 1 
• HS Code: 76169990 


