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DESCRIPTION  
The Daniamant AQ-4 MkII is a high-quality, multipurpose strobe light designed for extreme maritime 
and onshore environments. Featuring a high-intensity LED with flash or fixed modes, it’s waterproof to 
500m and powered by a single 1.5V C-cell.  
 
 
KEY FEATURES 
• High-Intensity LED: Bright light for clear marking and distress signalling. 

• Flashing Or Fixed Light Modes: Choose between flashing or steady light. 

• Waterproof To 500 Metres: Can be used in very deep water. 

• Easy Battery Change: Quick to replace the battery when needed. 

• Light Output – 50 Flashes Per Minute At 6–7 Cd (1.3 NM): Visible from over a mile away. 

• Two-Way Switch Operation: Switch between flash or fixed light (remove seal for fixed mode). 

• Battery Life – Around 8 Hours (Flash) Or 7 Hours (Fixed): Runs for a full shift or mission. 

• Power Source – 1 x Alkaline C-Cell 1.5 VDC: Uses a standard, easy-to-find battery. 

• Compact Size – 155 mm Length, 45 mm Width: Small enough to fit in a pocket or kit. 

• Lightweight – 200 g With Battery: Easy to carry without adding bulk. 

• Custom Options For Large Orders: Choice of housing colours or LED types for 1000+ units. 
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Daniamant AQ-4 MkII 

• Equipment type: Personal multipurpose strobe light 
• Light system: White high-intensity LED 

• Light modes: Flash or fixed 
• Light intensity: 50 flashes/min at 6–7 Cd (1.3 NM) 

• Operation: Two-way switch (flash standard, remove sealing for fixed) 
• Runtime: ~8 hrs (flash) / ~7 hrs (fixed) 

• Waterproof rating: 500 m 
• Battery: 1 x Alkaline C-Cell 1.5 VDC 

• Dimensions: 155 mm (L) x 45 mm (W) 
• Weight: 200 g (with battery) 

• Options: Custom housing colours/LED types (orders > 1000 units) 
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SPECIFICATION 

TECHNICAL INFORMATION 
 

• Light Output: 50 flashes/min, 6–7 Cd, 1.3 NM 
• Runtime: ~8 hrs (flash) / ~7 hrs (fixed) 

• Waterproof: 500 m 

• Battery: 1 x C-cell, 1.5 VDC 
• Dimensions: 155 x 45 mm 

• Weight: 200 g (with battery) 
• Custom Options: Housing colours/LED types for 1000+ units


