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DESCRIPTION  
 
The Daniamant ML-200 Marker Lights offer high-intensity LED performance for marking nets, 
buoys, and offshore installations. Powered by a special high-capacity 4.5 VDC battery pack, availa-
ble in yellow, white, or red LED variants. Waterproof to 100m, with daylight sensor activation and 
programmable settings for flash rate, intensity, and synchronisation.  
 
 
KEY FEATURES 
 
• High-Intensity LED Light: bright and clear for marking buoys, nets, and moorings 

• High-Capacity Battery Pack: long-lasting power for extended use 
• Red, White or Yellow LEDs: choose the colour that suits your marking needs 

• Waterproof to 100 Metres: works in harsh marine conditions without damage 
• Daylight Sensor: turns on at night and off in daylight to save battery 

• Adjustable Flash Rate & Brightness: set the light pattern to your needs 
• Sync Capability: multiple lights can flash together for better visibility 

• Aluminium Housing: strong, durable, and weather-resistant 
• LEXAN Lens: resists scratches, UV, and impact for clear light 

• Fits Various Floaters: easy to install on different mounting options 

• 2–3 Nautical Mile Range: visible over long distances for safety 
• Modular Design: easy to service, repair, or replace parts 

• Lightweight and Compact: easy to handle, transport, and install 
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Daniamant ML-200 Marker Light Series 

• Material Housing: Aluminium 

• Material Lens: LEXAN 

• Light System: LED (white, yellow, or red) 

• Light Intensity (Red LED only): 5 or 15 Cd (Candela) 

• Surface Range: 2 or 3 NM (nautical miles) 

• Waterproof: Down to 100 meters 

• Activation Switch: On/Off by daylight sensor only 

• Flash Rate: 25 flashes per minute or Oc Y 2s 

• Software Programming: Flash rate, intensity, synchronisation, daylight switch 

• Power/Battery Type: 4.5 VDC special battery pack 

• Lens Colour: White 

• LED Colour (Standard): White or yellow 

• LED Colour (Optional): Red 

• Dimensions (Approx.): Length 1615 mm / Diameter 70/50 mm 

• Fixing Option: Various floaters 
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SPECIFICATION 

TECHNICAL INFORMATION 
 

• Housing: Aluminium 

• Lens: LEXAN 

• Light System: LED (White, Yellow, Red) 

• Intensity (Red LED): 5 or 15 Cd 

• Surface Range: 2–3 NM 

• Waterproof: 100 m

• Activation: Daylight sensor On/Off 

• Flash Rate: 25 flashes/min or Oc Y 2s 
• Programmable: Flash rate, intensity, sync, day-

light switch 
• Power: 4.5 VDC special battery pack 
• Lens Colour: White 

• Dimensions: Ø 70/50 × 1615 mm 
• Fixing: Various floaters (part no. 98885) 


