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DESCRIPTION  
The Tron ML-100 Synch Master ensures ML-series lights flash in       
perfect synchronisation over longer distances. When lights are spaced 
100–450 metres apart, this unit acts as a signal booster to maintain 
timing. Compact and battery powered, it fits the same housings as the 
ML-100, ML-200, and ML-300 lights.  
 
 
KEY FEATURES 
• Flashing Synchronisation: ensures all ML-series lights stay perfectly in 

sync, even over long distances 

• Extended Signal Range: boosts the signal for lights spaced 100–450 

metres apart 

• Consistent Performance: maintains reliable timing between lights for 

smooth operation and coordination 

• Flexible Power Options: runs on 4.5 VDC or 10–27 VDC batteries for 

easy installation anywhere 

• Wide Compatibility: fits ML-100, ML-200, and ML-300 housings for 

easy integration with other ML products.  

• High Visibility Colour: yellow design allows easy identification during 

setup and maintenance 
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• Purpose: Ensures seamless synchronisation of ML-series lights over longer distances 
• Effective Range: Required when light units are spaced 100–450 metres apart 

• Power Supply: Operates on 4.5 VDC or 10–27 VDC battery options 
• Compatibility: Fits housings for ML-100, ML-200, and ML-300 lights 

• Function: Provides reliable signal coordination between multiple light units 
• Colour: Yellow 
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SPECIFICATION 

TECHNICAL INFORMATION 
 

• Sync Distance: 100–450 m 

• Close-Range: 0–100 m (no extra device needed) 

• Power: 4.5 VDC or 10–27 VDC battery 

• Compatibility: ML-100, ML-200, ML-300

The ML-series lights are designed to flash in sync, with one light set up as the main controller 
and the others following its signal. When the lights are installed close together—within about 90 
to 100 metres—the main light can easily send out its signal and keep the others flashing in time 
without any extra equipment. However, when the lights are spread further apart, between 100 
and 450 metres, the signal on its own isn’t strong enough to reach.  

In short: the Daniamant ML-100 Synch Master keeps ML lights flashing in sync, improving                
reliability and coordination.  


