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DESCRIPTION  
The Daniamant L90 LED Lifebuoy Light is an alkaline-powered, SOLAS/MED/USCG/TC ap-
proved safety light designed for man overboard emergencies. With a 2 candela output and 2 
hours of flashing white LED, it offers reliable visibility at sea. Eco-friendly, compliant, and built 
in the same form as the original L90, it requires no new brackets or fittings when replacing old-
er models.  
 
 
KEY FEATURES 

• L90 LED Lifebuoy Light: modern LED replacement for the original L90 

• Alkaline Powered: long-lasting, reliable, and easy battery management 

• Updated LED Technology: eco-friendly design, safer for disposal, EU import/export approved 

• Retains Original L90 Form: no new brackets or fixings needed for replacement 

• Compatibility: fully compatible with original L90 brackets, simple upgrade process 

• Exceeds IMO SOLAS Regulations: ensures international compliance for vessels worldwide 

• Light Output 2 Candela Minimum: strong visibility for man overboard emergencies 

• Light Duration 2 Hours Minimum: meets mandatory standards for continuous safety lighting 

• Extended Performance: lasts for days beyond minimum requirements 

• Robust and Reliable: proven durability for harsh marine environments 
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• Light Type: White flashing LED 
• Lifebuoy Light Material: High Density Polyethylene (HDPE) 

• Bracket Material: High Density Polyethylene (HDPE) 
• Lanyard: 1.0m supplied 

• Storage Temperature: -30°C to +65°C 
• Operating Temperature: -1°C to +30°C 

• Drop Height: 76m (exceeds SOLAS minimum 30m) 

• Weight (Light): 1080g nominal 
• Weight (Bracket): 100g nominal 

• Battery Type: 5 x Alkaline LR20 1.5V cells (replace annually with approved cells) 
• Activation: Self-activating via tilt switch 

• Approvals: SOLAS / MED / USCG / TC 
• Water Tightness: IP68 + 50m for 1 hour 
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SPECIFICATION 

TECHNICAL INFORMATION 
 

• Light: White flashing LED, minimum 2 candela output, 2-hour duration 
• Construction: High Density Polyethylene (HDPE) body and bracket 

• Weight: 1080g light, 100g bracket 
• Battery: 5 x Alkaline LR20 1.5V cells, replace annually 

• Activation: Self-activating via tilt switch 
• Approvals: SOLAS / MED / USCG / TC 

• Durability: IP68 waterproof + 50m for 1 hour, 76m drop tested 
• Temperature Range: Operating -1°C to +30°C, storage -30°C to +65°C 

• Accessories: 1.0m lanyard supplied


