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DESCRIPTION  
The Odeo Distress Flare is a non-pyrotechnic electronic distress flare that provides long-duration, and 
consistent visual signalling. It is powered by 4 x L91 Lithium (supplied) or 4 x AA Alkaline batteries, offer-
ing extended run time and allowing safe transport, including air travel.  
 

KEY FEATURES 
• Non-Pyrotechnic: Eliminates risk from fire, heat, or explosives 

• Battery Powered: 4 x L91 Lithium (supplied with) or 4 x AA Alkaline cells provide long run time and 
safe transport 

• Extended Illumination: Up to 8 hours of continuous red SOS signalling 

• Red SOS Flash Pattern: Meets internationally recognised distress signal standards (Annex 4 COLREGS) 
• Waterproof: IP68 rated to 50 metres ensures operation in wet and submerged conditions 

• Floatation: Device floats for easy recovery and visibility 

• Compact & Lightweight: Easy to carry and store in safety kits or personal packs 

• Durable Construction: Withstands harsh marine and outdoor environments 
• Temperature Range: Operates reliably from -40°C to +60°C (Lithium) / -18°C to +55°C (Alkaline) 

• Detection Range: Minimum 3 nautical miles; up to 6 nautical miles in ideal conditions 
• Safe for Air Travel: Batteries can be transported in baggage without hazard 

• Protective Bag: Optional neoprene storage bag available separately 
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Daniamant Odeo Distress Flare—Part Numbers: Tube Pack – Lithium 31-001A / Alkaline 31-003A, 
Tube Pack – No Batteries 31-005A  

• Colour – Body: Orange 
• Material – Body: ABS 

• LED – Colour: Red 
• IR Specification: 830nm, 10mW/sr x 5 

• Light – Coverage: 
• Horizontal plane: Maximum 90 cd / Minimum 35 cd / Average 63 cd 

• Vertical beam: 35 cd 

• Other directions: approx. 20 cd 
• Detection Range: Minimum 3 nautical miles; up to 6 nautical miles in ideal conditions 

• Battery Type: 4 x AA L91 Lithium Iron Disulphide cells / 4 x AA Alkaline cells 
• Battery Part Numbers: Lithium 49-115 / Alkaline 30-119 

• Battery Service Life (Marine Use): Recommended change every 1 year 
• Water Tightness: Tested IP68 – 75m for 1 hour 

• Operating Temperature: -40° C to +60° C (Lithium) / -18° C to +55° C (Alkaline) 
• Operating Life: 9 hours (Lithium) / 3 hours (Alkaline) at full illumination 

• Drop Test: 2 metres 
• Weight – Including Batteries: 150g (Lithium) / 180g (Alkaline) 

• Floatation: Yes 
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SPECIFICATION 

TECHNICAL INFORMATION 
 

• Part Numbers: 31-001A / 31-002A / 31-003A / 31-004A / 31-005A 

• Body: Orange, ABS 

• Light: Red LED, Horizontal max 90 cd / min 35 cd / avg 63 cd, Vertical 35 cd, Other 
directions approx. 20 cd 

• Batteries: 4 x AA L91 Lithium / 4 x AA Alkaline 

• Run Time: 9hrs (Lithium) / 3hrs (Alkaline) 

• Waterproof: IP68, 75m for 1hr 

• Temp Range: -40°C to +60°C (Lithium) / -18°C to +55°C (Alkaline) 

• Weight: 150–180g, floats 

• Protective Bag: Optional 


