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DESCRIPTION 

The Globestock SAVER SRL-R is a retractable fall arrester with res-
cue mechanism for work at height and confined space entry.  

KEY FEATURES 

• Retractable Fall Arrester: provides automatic tension and re-
traction of the lifeline for freedom of movement and fall pro-
tection 

• Integrated Rescue Mechanism (SRL-R 3-way): allows con-
trolled descent and emergency retrieval after a fall 

• TF Heat-Treated Aluminium Castings: ensures high strength 
and durability in demanding industrial environments 

• Secondary Rope Backup: adds protection at rope termination 
for extra safety 

• Recovery Winch with Anti-Run Brake: prevents uncontrolled 
release during rescue operations 

• Shock Absorbing Brake: reduces fall forces to protect the user 
and anchorage system 

• Retrieval Speed: approx. 3 m (9.84 ft) per minute for efficient 
rescue operations 

• Snaphook Karabiner with Fall Indicator: provides secure 
attachment and clear visual check of any fall event 

• Synthetic Rope Option: offers lightweight handling and suita-
bility for specific applications 

• Stainless Steel or Zinc-Plated Steel Lifeline Options: delivers 
strong, corrosion-resistant performance for long service life 

• Multiple Certifications: complies with EN 360, EN 1496, ANSI/
ASSP Z359.14, CSA Z259.2.2, AS/NZS 1891.3, and OSHA stand-
ards for global workplace acceptance 

• Load Capacity: supports personnel up to 141 kg (310 lbs) and 
equipment loads up to 250 kg depending on model 
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SPECIFICATION  

• Item Code: GSE410SSK / GSE414G / GSE414P / GSE425SSK / GSE430G / GSE430P 

• Maximum Working Load (MWL): 141 kg / 310 lbs 
• Minimum Working Load: 60 kg / 132 lbs 

• Approx. Weight: 12–20.8 kg / 26–45.85 lbs (depending on model) 

• Lifeline Length: 10–30 m / 33–98 ft 
• Lifeline / Snap Hook Material: Stainless steel, zinc plated steel, or synthetic with zinc plated 
snap hook 
• Connector: Hanging connector not included 

 

 TECHNICAL INFORMATION 

 

• Models Available: GSE410SSK, GSE414G, GSE414P, GSE425SSK, GSE430G, 
GSE430P 

• Lifeline Lengths: 10 m, 14 m, 25 m, 30 m (model dependent) 

• Lifeline Material Options: Stainless steel, zinc-plated steel, or synthetic rope 
with snap hook 

• Maximum Working Load: 141 kg (310 lbs) personnel 

• Minimum Working Load: 60 kg (132 lbs) personnel 
• Equipment Load Capacity: Up to 250 kg (model dependent) 

• Retrieval Speed: 3 m (9.84 ft) per minute 

• Unit Weight: 10.6 kg – 20.8 kg depending on model 

• Snap Hook: Karabiner with integrated fall indicator 

• Conformity Standards: EN 360:2023, EN 1496:2006 Class B, ANSI/ASSP Z359.14-
2021, CSA Z259.2.2-17, AS/NZS 1891.3-2020, OSHA 1910.140 & 1926.502 


