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DESCRIPTION  
The Thanner DK84 is a serviceable Hydrostatic Release Unit with no fixed lifespan, designed 
for continued use when serviced in line with your life raft schedule. Built to withstand tough 
conditions, this SOLAS HRU features a manual release and reset function—ideal for routine 
testing and reliable operation in emergency situations.   
 
KEY FEATURES 
• Thanner DK84 Model 10-077: Serviceable and resettable Hydrostatic Release Unit with no 

fixed service life 
• SOLAS Approved: Certified to MED, SOLAS, Ships Wheel, USCG  + UK Red Ensign, Transport 

Canada, and other international standards 
• Manual Release & Reset Function: The units can be manually released and reset, the manual 

release is only for use during testing, and does not eliminate the need for a slip-hook or peli-
can-hook.  

• Service Follows Raft Schedule: Maintenance intervals align with life raft servicing for stream-
lined operations 

• Durable Construction: Made from marine-grade stainless steel (AISI 316) and composite poly-
amide plastic 

• High Buoyancy Capacity: Approved for life rafts with buoyancy loads up to 1,850kg (18,000N) 

• Independent Operation: Functions regardless of life raft buoyancy, improving deployment re-
liability 

• Environmentally Friendly: All parts are non-toxic and fully recyclable 

• Controlled Release Depth: Activates reliably between 1.5m and 4.0m underwater 
• Heavy-Duty Ready: Engineered for rugged marine environments and long-term installation 

• Alternative Depth Options: Optional 6m release depth available – Thanner Part No: 13-300 

• Multiple Model Options: Non-SOLAS variants (DK84.1 FN / DK84 RN2) available with release 
depths down to 50m 
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SPECIFICATION 

TECHNICAL INFORMATION 

• Model: 10-077 Thanner DK84 – Serviceable/resettable HRU, no fixed lifespan (if 
maintained) 

• Activation Depth: 1.5–4.0m (6.0m option: Part No. 13-300) 
• Certifications: MED, SOLAS, Ships Wheel, USCG + UK Red Ensign, TC 

• Materials: AISI 316 stainless steel & polyamide composite 
• Load Capacity: Up to 1,850kg (18,000N), independent of raft buoyancy 

• Environmental: Non-toxic, fully recyclable 
• Customisation: Special models/depths incl. non-SOLAS (to 50m) on request 

• Weight: 1.45kg 

• Model: 10-077 – Thanner DK84.1 

• Quick Release: Quick Release: Manual release and reset function for testing and con-
tinued service (still needs a pelican hook or slip hook to comply with SOLAS regulations.) 
• Service Life: Unlimited – if serviced and tested at regular intervals alongside life raft 
servicing schedule 
• Activation Depth: 1.5m to 4.0m submerged 
• (Also available in 6.0m version – Part No: 13-300) 

• Certifications: MED, SOLAS, Ships Wheel, USCG + UK Red Ensign, Transport Canada 
• Material: Stainless steel AISI 316 & composite polyamide plastic 

• Operation: Independent of life raft buoyancy 
• Buoyancy Load Capacity: Up to 1,850kg (18,000N) 

• Environmental Compliance: Non-toxic & fully recyclable 

• Installation: Heavy-duty mounting; designed for durability in harsh marine environ-
ments 

 

Optional Models: 

• Non-SOLAS Options: available (e.g. DK84.1 FN / DK84 RN2) with release depths down 
to 50m water gauge 
• Customisation: Special release depths available on request 


