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DESCRIPTION 
 
The ALDEBARAN® SMART LINE SERIES provides flexible, energy-efficient LED 
lighting ideal for rapid deployment shelters and tents. Lightweight and easy to 
rig, the lights can be connected together using carabiners for fast, portable 
lighting setups inside temporary structures. Durable materials and smart con-
trol options help reduce energy use while ensuring reliable performance. 
110V and 230V Options.  

KEY FEATURES 

• Daisy Chain Connectivity: Allows multiple lights to be connected in a se-
ries from a single power source 

• Anodised Aluminium Housing: Strong, durable and corrosion-resistant 
body for reliable use in demanding environments 

• Impact Resistant Convex PMMA Windscreen: Tough protective cover 
that safely diffuses light for comfortable visibility 

• Homogeneous Light Output: Even, consistent illumination with no harsh 
hotspots 

• Compact Transport Dimensions: Easy to store, carry and deploy in space-
limited environments 

• Lightweight Design: Simple to handle, rig and install for rapid deployment 
use 

• Modular LED System: Flexible setup for different mounting, suspension 
and lighting configurations 

• Energy Saving LED Technology: Reduces power consumption while main-
taining strong light output 

• Microwave Motion Detection: Automatically activates lighting when 
movement is detected to save energy 

• Light On Demand Control: Allows lighting to be used only when required, 
improving efficiency 

• Carabiner Compatible Rigging Points: Enables fast linking and suspension 
of multiple lights for adaptable shelter lighting setups 

• Marine-Grade Durable Build: Designed for offshore, commercial, and res-
cue environments 
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SPECIFICATION 

ALDEBARAN® SMARTLINE 110 - 230V LED BASIC Lights  

Electrical Data 

• Input Voltage: 100–240 V (universal input) 

• Mains Frequency: 50/60 Hz 

• Power Consumption: 60 W (energy efficient operation) 
• Protection Class: Class I (earthed protection for safety) 

• Current Type: AC (alternating current) 
General Data 

• Brand: ALDEBARAN® 
• Series: SMARTLINE 

• Model: RP110 LED BASIC 

• Cable Length: 5 m (flexible positioning and reach) 
• Dimensions: 610 x 160 x 105 mm (compact housing design) 

• Weight: 3.41 kg (lightweight and easy to handle) 
• Front Window: Clear PMMA (impact-resistant protective cover) 

• Plug Type: Schuko IP68 (green, weather-protected connection) 
• Socket Type: Schuko IP68 (green, durable and sealed) 

• IP Rating: IP54 (protected against dust and water spray) 
• Operating Temperature Range: -25°C to +50°C (suitable for extreme environments) 

  

Lighting Data 

• Light Source: LED Strip Technology (efficient, long-life lighting) 

• Luminous Flux: 6,500 lm (high-output illumination) 

• Colour Temperature: 4000 K (neutral white light for clear visibility) 

• Colour Rendering Index (CRI): >80 (natural and accurate colour rendering) 

• Service Life: 50,000 hours (long operational lifespan) 

 
 


